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Turbo HD Camera - DVR
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Turbo HD - 1MP

DS-2CESGCOTIRP

®
RS s

Description

1.0 Megapixel high- performance CMOS - Analog HD output. up to 720P resolution - True Day/Night - Up to
20m IR distance - \fideo Frame Rate: 720p@25fps/7 20p@30fps - Min. [llumination - 001 Lux- |PEG
weatherproof- DMR, Smart IR

pSufcctvhikvision:

User Price

IRR 5,680,000

DS-2CESECOT-IRPF

Turbo HD - 2ZMP

DS-2CE16DOT-ITPF

1.0 Megapixel high- performance CMOS - Analog HD output. up to 720P resolution - True Day/Night - Up to
20m IR distance - \fideo Frame Rate: 720p@25fps/7 20p@30fps - Min. [llumination - 001 Lux - |PEG
weatherproof- DNR, Smart IR - Switchable TVIIAHDCVIFCVES

2 MP high performance CMOS - 1820 = 1080 resolution - 2.8 mm. 3.8 mm fized lens - Up to 20 m IR distance -
4in 1 video output (switchable TVIPAHDICWVICWBS) - 1PO6 weatherproof - True Day/Might, Smart IR

IRR 6,110,000

IRR 6,410,000

DS-2CE16DOTATFS

2 MP coaxia audio camera
Enhancing s afety with dscreet and economical built-in microphone
Transmmits audio over the coaxial cable, EXIR 2.0: advanced infrared technology with 30 m IR distance, W ater
and dust resistant {IPGT)
4in 1 (4signals switchable TVIIAHD/CWVIICVEE)

IRR 10,860,000

DS-2CE16D0T-EXIPF(2.8)

2 MP Fixed Mini Bullet Camera
High gquality imaging with 2 MP, 1920 x 1080 reselution
2.8 mm, 3.8 mm fixed lens
Up to 20 m IR distance for bright night imaging
One port for four switchable signals { TVIFAHDICWICWES)
Water and dust resstant {IPSE)

IRR 6,440,000

DS-2CE16DOT-EXIF

2 MP Ficed Mini Bullet Camera
High quality imaging with 2 MP, 1820 = 1080 res slution
28 mm, 3.8 mm fixed lens.. Up to 20 m IR distance for bright night imaging
One port for four switchable signaks (TVIIAHDICWIVCWES)
W ater and dust resistant [IPEE)

IRR 7,840,000

DS-2CE12DF3T-F (2.8)

High quality imaging with 2 MP, 1820 = 1080 res olution
24{7 color imaging with F1.0 aperture
Clear imaging against strong back light due to 130 dB true WDR technology
30 DHNR technology delivers clean and sharp images
28 mm, 3.6 mm, 8 mm fixed focal lens
Up to 40 m white light distance for bright night imaging
One port for four switchable signaks (TVIFAHD IICWBS)
Water and dust resstant {IPS7)

IRR 19,470,000

DS-2CE17DOT-IT1F

2 MP Fixed Bullet Camera
High quality imaging with 2 P, 1820 x 1080 res olution
28 mm, 3.6 mm, 8 mm fixed focal lens
Up to 30 m IR distance for bright night imaging
One port far four switchable signals (TVIFAHD/CWIICWES)
Water and dust resistant {IPGT)

IRR 10,900,000

DS-2CE16DOT-VFIR3F

2 MP high performance CMOS - 1820 = 1080 resolution - 2.8 mom 3.8 mm fized lens - Up to 40 m IR dstance -
4 in 1 video autput (switchable TVIFAHDSCVWI'CWBS) - IPGS weatherproof- True Day/MNight, Smart IR - Lens 28
- 12 mm

IRR 19,650,000




2 MP turret camera. EXIR 210: advanced infrared technology with 30 m IR distance
W ater and dust resistant (IPGT) IRR 5.340,0{"]
4in 1{4signals switchable TVHAHDICWVIICVEBS).

2 MP Audio Fixed Turret Camera
2 MP coaxial audio camera, Enhancing s afety with dis creet and economical built-in microphone, Trans mits
DS-2CETGDOT-ITPFS audio over the coaxial cable. EXIR 2.0: advanced infrared technology with 30 m IR distance, W ater and dust IRR 8,960,000
resistant (IPE7)
4in 1 (4 signals switchable TVI!AHD/CVIICWES)

2 MP coaxial audie camera
Enhancing s afety with discreet and economical built-in microphone
DS-2CE7EDOT-ITMFS Transmits audio over the coaxial cable IRR 11,440,000
EZXIR 2.0: advanced infrared technolo gy with 30 m IR distance
W ater and dust resistant {(IPE7). 4 in 1 (4 signals switchable TVIAHD/CVIFCWVBS)

2 MP high perfarmance CMOS - 1820 x 1080 resclution - 2.8 mm, 3.8 mm fixzed lens - Up to 40 m IR distance -
DS-2CE5GDOT-VFIR 3F 4in 1 video output (switchable TWUAHDICVI/CVES) - IPBE weatherproof- True Day/Night, Smart IR - Lens 2 8 IRR 19,470,000
-12mm@F14

Turbo HD - 2MP - Co

2 MP ColervVu Indoor Fixed Turret Camera
High quality imaging with 2 MP, 1820 = 1080 resolution, 24/7 color imaging with F1.0 aperture
DS-2CETODFOT-PF ColorVu 3D DMR technaolegy delivers clean and sharp images 2 8 mm, 3.6 mm, & mmfixed focal lens IRR 14,100,000
Up to 20 mwhite light distance for bright night imaging
One port for four switchable signals { TWUAHD/CWIICWBS)

2 MP ColorVu Fized Turret Camera
High guality imaging with 2 MP, 1920 = 1080 reselution. 247 color imaging with F1.0 aperture
Clear imaging againststrong badck light due to 130 48 true WO R technology IRR 14.000.000
3D DMR technology delivers clean and sharp images.2.8 mm, 3.8 mm, 3 mm fized focal lens,Up to 40 m white Y L}
light distance for bright night imaging, One port for four switchable signals { TVIMAHD/CWITCWES)
M ater and dust resistant (IPE7)

DS-2CE72DF3T-F Colorvu

2 MP ColorVu Fixed Mini Bullet Camera
2 MP full time color bullet camera, 2467 full eolor imaging, W arm supplemental light with 20 m range
DS-2CE10DFT-F ColorVu Clear imaging even against strong back lighting due to 130 dB true WDR technology IRR 19,300,000
30 DMR technology delivers clean and sharp images, Water and dust resistant {IPS7)
4in 1(4 signals switchable TVIFAHDICVIICWVES)

Turbo HD - 2MP - Ultra Low Light Series

2 MP Ulra Low Light Indoor Fixed Turret Camera, 2 MP turret camera
Strong night performance, capturing images in ulira low light down to 0,005 |
DS-2CET6D 3T-ITPF Clear imaging even againststrong back lighting due to 120 dB true WDR technology,30 DNR technology IRR 10,520,000
delivers clean and sharp images, EXIR 2.0: advanced infrared technology with 30 m IR distance. 4in 1 (4

signals switchable TWIHAHDICWVIFCWES).

2 MP Ultra Low Light Fixed Mini Bullet Camera
Strong night performance. capturing images in ulira-low light down to 0.005 lux
Clear imaging even against strong badk lighting due te 120 dB true WD R technology
3D DNR technology delivers clean and sharp images IRR 13’080’000
EXIR 2.0: advanced infrared technolo gy with 30 m IR distance
Water and dust resistant {IPE7).4 in 1 (4 signals switchable TVIIAHD/CWI/CWES).

DS-2CE16D3TTF

2 MP high-performance CMOS Ulra low light . 1820 = 1080 resolution . 2.8 mm, 3.8 mm, & mm foced lens
DS-2CE16D3T-13F Smart IR, up to 30 m IR distance . OSD menu, 30 DNR, 120 dB true WDR, dayinight switch 4 in 1 video output IRR 12,400,000
{switchable TWIFAHDICVUCVES) IPET Up the coas (HIKVISION-C)
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Turbo HD - 3MP- motorized

DS-2CESEFTTAT3Z

Turbo HD - 5MP

DS-2CE16HOT-ITF

3 Megapixel high-performance CMOS - Analog HD autput, up to 3MP resolution - 2.8-12mm motorized vari-
focal lens - True Day/Might - OSD menu, DHR, Smart IR - True WDR, up to 1204B - EXIR technology. up to

40m IR distance - |PGE weatherproof

5 MP Fioxed Mini Bullet Camera, § MP bullet camera
EXIR 2.0: advanced infrared technology with 20 m IR distance
Water and dust resistant {IPET)
4in 1({4 signals switchable TVIFAHD/CVWVIICWES)

IRR 34,900,000

IRR 12,040,000

DS-2CE16HOTITFS

5 MP Audio Fixed Mini Bullet Camera, § MP coaxial audio camera
Enhanced s afety with disereet and economical built-in microphone, Trans mit audio over coaxial cable
EXIR 2.0: advanced infrared technology with 30 m IR distance, Water and dust resistant {IPG7)
4in 1 (4 signals switchable TVI/AHD/CVIVCWBS)

IRR 13,400,000

DS-2CE16HOT-IT3F

5 MP Fixed Bullet Camera
5 MP bullet camera
EXIR 210: advanced infrared technolo gy with 40 m IR distance
Water and dust resistant {IPET)
4in 1(4signals switchable TVIFAHDICVI/CWES)

IRR 14,100,000

DS-2CE1THOT-ITIF

5 MP Fixed Bullet Cameara
High quality imaging with 5 MP. 2580 = 1844 resolution
24 mm, 2.8 mm, 3.6 mm, & mm fixed focal lens
Up to 30 m IR distance for bright night imaging
One port for four switchable signals { TWVIAAHDI/CWVICWES)
W ater and dust resistant (IPG7)

IRR 13,330,000

|
%
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DS-2CE 1FHOT-IT3F

High guality imaging with 5 kP, 2580 = 1844 resalution
2.8 mm. 3.8 mm, 8 mm, 8mm, 12mm fixed focal lens
Up to 40 m IR distance for bright night imaging
One port for four switchable signals { TWVI/AHDICWVIICWES)
Woater and dust resistant (IPE7)

IRR 17,070,000

N,

DS-2CE1THOT-ITSF

5 MP Fixed Bullet Camera
High gquality imaging with & MP, 2560 x 1844 res olution
38 mm, 8 mm, 8 mm, 12 mm fixed focal lens
Up to 80 m IR distance for bright night imaging
Cne port for four switchable signals (TWIIAHDICWVICWES)
‘Water and dust resistant (IPG7)

IRR 16,600,000

eaa 8¢

DS-2CE16HOT-IT3ZF

5 MP high performance COMS - 2580 = 1844 resolution - 2.7 mm te 13.5 mm moterized vari-focal lens - EXIR

20, smart IR, up to 40 m IR distance - OS50 menu, 2D DNR, DWDR - 4in 1 video output (switchable
TWIIAHDVCWICWVBS) - IPET

DS-ZCE7EHOTITMF

5 MP coaxial- Enhanced safety with discreet and economical
Transmit audio over coaxial cable EXIR 2.0: advanced infrared technology with 30 m IR distance W ater and
dust resistant (IPG7).4 in 1 (4 signals switchable TWHAHDICWIICWVES)

IRR 12,900,000

DS-ZCEVEHOTATMFS

5 MP eoaxial audio camera. Enhanced s afety with dis creet and economical built-in micrephane
Transmit audio over coaxial cable EXIR 2.0: advanced infrared technology with 30 m IR distance W ater and
dust resistant (IPG7).4 in 1 (4 signals switchable TVHAHDICWIICWVES)

* * s
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DS-2CETGHOT-ITPF (c) 5 MP Indoor Fixed Turret Camera
5 MP turret camera IRR 10.720.000

EZIR 2.0: advanced infrared technology with 20 m IR distance
4in 1 (4 signals switchable TVIFAHDICWVIICWES)

5 MP turret camera
EXIR 2.0: advanced infrared technolo gy with 30 m IR distance

DS-2CE7BHOT-IT1F (2.4MM) Water and dust resistant (IPET) IRR 13,690,000

4in 1({4 signals switchable TVIFAHD/CVWVIICWES)

5 MP turret camera

EZXIR 20: advanced infrared technolo gy with <0 m IR distance
Water and dust resistant (IPET) IRR 15’5?‘]’00“
4in 1 (4 signals switchable TVIFAHD/CVICVES)

DS-2CET8HOT-IT3F(C)

5 MP high performance COMS - 2550 = 1844 resolution - 2.8 mm, 3.6 mm, & mm fixed lens - EXIR 2.0, smart
DS-2CESEHOTATAF (2.4 IR, up to 20 m IR distance - OSD menu, 2D DNR, DWDR - 4 in 1 video sutput (switchable TVIMAHD/CVIICVES) IRR 14,350,000
- IPBT

5 MP high performance COMS - 2550 = 1844 resolution - 2.8 mm, 3.6 mm. 8 mm fixed lens - EXIR 2.0, smart
DS-2CE7BHOTATIE IR, up to 40 m IR distance - OSD menu, 2D DNR, DWDR - 4 in 1 video output {(switchable TVIAHD/CVUCVES) IRR 15,500,000
- IPB7

5 MP high performance COMS - 2580 x 1844 resolution - 2.7 mm te 13.5 mm moterized vari-focal lens - EXIR

DS-2CES6HOTIAT3IF 20, smart IR, up te 40 m IR distance - OSD menu, 20 DNR, DWDR - 4in 1 videe output {switchable IRR 23,99“.00[}
TWIAHDICWUCWES) - IPET

TURBO HD 5MP

5 WP high performance ChOS - 2560 = 1844 resolution - 2.8 mm, 3.6 mm fized focal lens - PIR detection, visual
DS-2CETIHOT-PIRL alarm - EXIR 2.0, smart If, up to 20 m IR d stance - IP67 - Up the coax (HIKVISION-C] - 000 Lux @ (F1 2, AGC OM), 0 Lux with IRR 15,270,000
IR

Turbo HD - 8MP

4 Uktra- Loww Light Turret Camera - 8.28 Megapixel high- performance CMOS - Ultra-low light - 38480 x 2180
resolution - 2.8 mm, 3.5 mm. § mm fixed focal lens - 120 dB true WDR, 30 DNR - EXIR 2.0 smart IR, up to 80m IRR 38,570,000
IR distance - IPGT

K Ultra- Low Light Bullet Camera- 829 Megapixel high-performance CMOS - Ultra low light - 3840 = 2180
DS-2CE18UATATS resalution - 2.6 mm, 3.6 mm, 8 mm fixed focal lens - 120 dB true WD R, 30 DNR - EXIR 2.0, smart IR, up to 80m IRR 40,000,000
IR distance - IPGT

Turbo HD PTZ Camera

High guality imaging with 2 MP resolution - Excellent low-light performance via powered by- D arkFighter
technelogy -Clear imaging against strong back lighting due to 120 dB WDR technology - Pan and it ability
enables camera to monitor zones of interest- 25 = optical zoom allows for closer viewing of subjects in
expansive areas - Up to 100 m IR range ensures safety at night- Water and dust resistant (IP38)
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Turbo HD DVR 1080p / 3MP [ 4MP lite

DE-7204HQHI-H1

Analog vides input 4 ch - Encoding resclution <4 MP fite/3 MPMOBDp/7 20p/GAINW D 1UACIF/CIF - Video
comaression H.265 Pro+/H 265 Pro/H 265/H 284+/H 264 - Full channel recording at up to 4 MP lite

input : 2-ch {up to 8- ch) Up to 8 MP resclution - Support H.265+/H 285/ .284+/H 284 IP cameras - HOMI
output 1-ch, 1920 = 1080/80Hz - Audio input 1-ch, RCA- Capacity 1 SATA interface Up to 10 TE capacity

resolution - Frame rate: 4 MP lite @15fps: 1080p Ftef720p/W D WECIFAGACIF @25fps (P)E0fs (W) - P video

IRR 29,300,000

IDS-T204HGHI-M1IS

4 ch 1080p 1U H.265 AcuSense DVR
4 channels and 1 HDD 1U AcuSense DVR
Fake alarm reduction through human and vehicle target classification based on deep learning
Efficient H 265 pro+ compression technology
Encading ability up to 1080p @ 15 fps
5 signals input adaptively (HD TWVIAHDVC VG VBSHP)
Up to & netwol cameras can be connected.

IRR 32,970,000

DE-7208HQHIHT

Analog video input 8- ch - Encoding resolution 4 MP fite3 MPHAOBDpT20pNGAW D IMEECIFICIF - Wideo
compression H 265 Pro+/H 285 Pro/H 265/H 28<4+/H 264 - Full channel recording at up to 4 MP lite

input : <4ch {up te 12-ch) Up to & MP resolution - Support H 265+/H 285/H 284+/H 284 IP cameras - HDMI
gutput 1-ch, 1920 x 10B0/80Hz - Audio input 1-ch, RCA- Capacity 1 SATA interface Up to 10 TB capacity

resolution - Frame rate: 4 MP lite @15fps: 1080p lite/720p N D 14CIFAGACIF @25fps (P)/30fps (N) - IP vidao

IRR 38,200,000

|DS-T2DEHQHI-M1IS

B-ch 1080p 1U H.265 AcuSense DWVR
B channels and 1 HDD 1U AcuSense DVR
Fake alarm reduction through human and vehicle target classification based on deep learning
Efficient H 265 pro+ compression technology
Encading akility up te 1080p @ 15 fps
5 signals input adaptively (HD TWVIVAHDICVICVBSAP)
Up te 12 network cameras can be connected

IRR 51,510,000

DS-T116HGHI-K1

Analog video input 18-ch - Encoding res olution <4 MP lite/3 MPMOB0pT20pNGAM D 1/4CIFICIF - Midao

compression H 285 Pro+/H 265 ProfH 265/H.284+H 264 - Full channel recording at up to 4 MP lite
resolution - Frame rate ; 4 MP litei@15fps; 1080p lite/720pANW D 14CIFAGAIC IF @256ps (PW30fps (N) - IP video
input : Beh (up to 24 ch) Up to 6 MP resolution - Support H 285+/H 2685/H 264+H 264 IP cameras - HDMI output
- 1-ch, 4K (3840 ® 2160W30Hz - Audio input 1-ch, RCA- Capacity 1 SATA interface Up to 6 TB capacity

IRR 56,500,000

DS-7216HQHIK1

Analog video input 18-ch - Encoding res glution 4 MP lite/3 MP/MO0S0p/720pN GAN D 1AC IFICIF - Vidao
compression H.285 Pro+/H 285 Pro/H 285/H 28<4+/H 264 - Full channel recording at up to 4 MP lite
resclution - Frame rate: 4 MP lite @15fps; 1080p e 20p WD 1M4CIFNGAICIF @25fps (P)A0fps (N) - IP video
input : Beh (up to 24 ch) Up te 8 MP resolution - Support H.285+/H 285/H.284+H 264 IP cameras - HDMI owtput

: 1-gh, 4K (3340 ® 2180)/30H= - Audia input 1-ch, RCA- Capaeity 1 SATA interface Up to 10 TE capacity

IRR 68,410,000

DS-7216HQHIK2

Analog wideo input 16-ch - Encoding resolution 4 MP lite/3 MP/MOB0p/720pNGAM D 1ACIFICIF - Video
comaression H.265 Pro+/H 265 ProfH 285/H.284+/H 264 - Full channel recording at up to 4 MP lite
resolution - Frame rate: 4 MP lite @15fps; 1080p Gte/720p N D UEACIFAGAICIF @25fps (P)E0fps (N) - P video
input : Bch (up to 24-ch) Up to & MP resolution - Support H.285+/H 285/H.284+/H 264 P cameras - HDMI output
= 1-ch, 4K (3840 x 2160)30Hz - Audio input 1-ch. RCA- Capacity 2 SATA interface Up to 10 TE capacity for
each disk

IRR 83,200,000

DS-7232HQAHIK2

Analog video input 32-ch - Encoding res olution 4 MP lite/3 MPMO80p720p"GAM D W/ACIFICIF - Mideo
comgression H 285 Pro+/H 265 Pro/H 265/H 284+/H 264 - Full channel recording at up to 4 MP lite
resolution - Frame rate: 4 MP lite @15fps: 1080p lite/7 20p W D 14CIFAGACIF @25fps (P)/30fps (N) - 1P video
input : Bch {up to 40-ch) Up to 8 MP resclution - Support H.285+/H 285/H 284+/H.264 IP cameras - HDM| output
< 1-ch, 4 (3840 = 2160)30Hz - Audio input 1-ch. RCA- Capacity 2 SATA interface Up to 10 TE capacity for
each disk

IRR 166,000,000

IR
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Turbo HD DVR. 1080p / 3MP / 4MP / 5M

Analog vides input 4 ch - Enceding res olution 8 MP/S MP/MS MP/3 MPM0S0p/T20p WD 1ACIFNVGANCIF - Widea
compression H.265 Pro+/H 265 Pro/H 265/H 264+ /H 264 - 8 MP@8E fps & only available for channel 1 of D5
¥ T204HUHI- KA - Frame rate: 8 MP@8 fps/SMP@12 fpsid MP@15 fpsf2 MP@18 fps
& T3 £
DST20THUHIKT, 1080p/720p AW D 1M4CIFAVGASCIF @25 fps (P30 fps (N) - IP video input : 4ch {up to 8-ch) Up to 8 WP IRR 36,070,000
resolution - Support H.265+/H 285/H 284+/H 264 IP cameras - HDM| owtput 1-ch, 1820 x 1080/80Hz - Audis
input 4-ch, RCA- Capacity 1 SATA interface Up to 10 TB capacity

Analog video input 8-ch - Encoding resolution 8 MP/S MP/A MP/3 MPMO020p/720p DAECIFVGAICIF - Video

compression H.285 Pro+/H. 285 Pro/H.265/H 264+ /H.284 - Frame rate:3 MP@8 fps/SMP @12 fpsi4 MP@15

ps/3 MP @18 fps 1080p/720p W D 1/4C IF AVGAIC IF @25 fps (P30 fps (N) - IP video input : 8- ch (up ta 16-ch) IRR 70,600,000
Up to 8 MP resolution - Suppert H 285+/H 285/H 26<+/H 284 IP cameras - HDMI output

1-ch, 4K (3840 = 2180)/30Hz - Audio input 4 ch, RCA- Capacity 1 SATA interface Up to 10 TE capacity

DS-T208HUHI-K1

Analog videa input 16-ch - Encoding resolution & MP/S MP/4 MP@ WMP/1080pT20p/ WD 1 MCIFAVGACIF - \ideo
compression H265 Pro+/H.285 Pro/H.265/H 284+H 284 - Frame rate : 8 MP @2 fpsSMP @12 fos/4 MP @15 fs/3 MF @18
s 1080p/7 20p WD HCIFAGAICIF @25 fos (P)30 fos (N) - IP video input - 16-ch (up to 32-ch) Up to 8 MP resalution - IRR 131,500,000
Support H.2654+/H 285/H 284+/H 264 IP cameras - HOMl utput 1-ch, 4K (3840  2180)/30 Hz - Audio input 4-ch, RCA-
Capacity 2 SATAInterface Upto 10 TE capacity for each disk

DS-T216HUHI-K2

Turbo HD DVR 1080p / 3MP / 4MP | 5MP / BMP lite

Analog video input 4 ch - Enceding res olution 8 MP/S MP/MS MP/3 MPM0S0p/T20pW D 1S IFNVGANCIF - Wideo
compression H 265 Pro+/H 265 ProfH 265/H 26<+/H 284 - 8 MP@S fps s only available for channel 1 of D5
T204HUHI-K1 - Frame rate 8 MP@8 fps/SMP@12 fpsi4 MP@15 fps/3 MP @18 fps
1080p/720p/W D 4G FIVGAIC IF @25 fps (P30 fps (M) - IP video input : 4ch (up to 8- ch) Up to B MP IRR 36,060,000
resolution - Support H.265+/H 265/H 264+/H 264 IP cameras - HR M output 1-ch 2K (2560 x 1440)/80Hz -
Audio input 4 eh, RCA- Capacity 1 SATA interface Up to 10 TE capacity - Provide power supply to PoC
cameras over coaxial cable

DS-7204HUHI-K1/®

Analog video input 8 ch - Encoding res olution 8 MP/S MPM MPSE MPMOS0p/20pW D1MEMCIFAVGAICIF - Wideo
compression H 265 Pro+/H 265 Pro/H 265/H.26<HH 264 - Frame rate: 8 MP@E fps/SMP@12 fpsid MP @15

= fpsi3 MP @18 fps 1080p/720p W D 1/4CIFAGAICIF @25 fps (PU30 fps (N) - IP video input : 8-ch {up to 12-ch)

5720 Kap

DS-TI0BHUHIHIF Up to 8 MP resolution - Support H 265+/H.265/H 264+/H.284 IP cameras - HDMI output 1-ch, 4k (3840 = IRR ?3,5?“,000

21800/30Hz - Audio input 4-ch, RCA- Capacity 2 SATA interface Up to 10 TB capacity for each disk - Provide

power supply to PoC cameras over coaxial cable
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